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The table below shows the standard LM rail lengths and the maximum lengths of model SSR
variations.  If the maximum length of the desired LM rail exceeds them, connected rails will be
used.  Contact THK for details.
For the G dimension when a special length is required, we recommend selecting the corresponding G
value from the table.  The longer the G dimension is, the less stable the G area may become after
installation, thus adversely affecting accuracy.

Unit: mm
Standard Length and Maximum Length of the LM Rail for Model SSR
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Note 1: The maximum length varies with accuracy grades.  Contact THK for details.
Note 2: If connected rails are not allowed and a greater length than the maximum values above is required, contact THK.
Note 3: The values in the parentheses indicate the maximum lengths of stainless steel types.

SSR 15X

160
220
280
340
400
460
520
580
640
700
760
820
940

1000
1060
1120
1180
1240
1300
1360
1420
1480
1540

60

20

3000（1480）

SSR 20X

220
280
340
400
460
520
580
640
700
760
820
940

1000
1060
1120
1180
1240
1300
1360
1420
1480
1540
1600
1660
1720
1780
1840
1900
1960
2020
2080
2140

60

20

3000（2020）

SSR 25X

220
280
340
400
460
520
580
640
700
760
820
940

1000
1060
1120
1240
1300
1360
1420
1480
1540
1600
1660
1720
1780
1840
1900
1960
2020
2080
2140
2200
2260
2320
2380
2440

80

20

3000（2520）

SSR 30X

280
360
440
520
600
680
760
840
920

1000
1080
1160
1240
1320
1400
1480
1640
1720
1800
1880
1960
2040
2120
2200
2280
2360
2440
2520
2600
2680
2760
2840
2920

80

20

3000

SSR 35X

280
360
440
520
600
680
760
840
920

1000
1080
1160
1240
1320
1400
1480
1640
1720
1800
1880
1960
2040
2120
2200
2280
2360
2440
2520
2600
2680
2760
2840
2920

SSR
Standard Length and Maximum Length of the LM Rail




